
 Informa�on on Lockout lever issues on 
 eONE-SIXTY and eONE-FORTY in size 43 

 What is the issue? 
 On  the  eONE-SIXTY/eONE-FORTY  frame,  the  lockout  lever  of  the 
 Rock  Shox  Deluxe  Select+  shock  hits  the  top  tube  in  the  closed 
 posi�on. 

 During  pedalling  SAG  posi�on,  the  clearance  is  large  enough  for 
 using  the  lockout  lever.  But  without  any  weight  (e.g.  in  the  shop 
 or before the ride), this issue occurs. 

 MRD  does  not  see  any  safety-related  risks,  but  wants  to  ensure 
 proper func�on for the high-quality products 

 Which models are affected? 
 The  MY21  and  MY22  eONE-SIXTY/eONE-FORTY  frames  with  size  43cm  are  affected  by  this 
 issue.  Since  the  same  frame  has  been  named  differently  for  the  sizing,  the  affected  size  on 
 the eONE-SIXTY is size M (43) and on the eONE-FORTY is size L (43). 

 MY21  eONE-SIXTY  500  M (43) 
 MY21  eONE-SIXTY  575  M (43) 
 MY21  eONE-FORTY  700  L (43) 
 MY21  eONE-FORTY  775  L (43) 
 MY22  eONE-SIXTY  500  M (43)  Running change in July 2022 
 MY22  eONE-SIXTY  575  M (43)  Running change in July 2022 
 MY22  eONE-FORTY  700  L (43)  Running change in July 2022 
 MY22  eONE-FORTY  775  L (43)  Running change in July 2022 



 What is the mass produc�on solu�on? 
 For  the  MY22  mass  produc�on,  this  issue  will  be  solved  with  a  running  change  to  the  Rock 
 Shock  MY23  Deluxe  Select  +  shock.  The  new  shock  (marked  green)  only  rotates  90°  instead  of 
 180° and avoids touching the top tube. 

 What is the service solu�on? 
 MRD  designed  a  shorter  lockout  lever  to  solve  this  issue  and 
 will send out 3D-print service parts for the affected quan�ty. 

 Rock  Shox  has  already  confirmed  that  the  warranty  is  not  lost 
 by  our  own  shorter  lever  and  they  have  provided  the  3D  data 
 of the original lever. 

 With  this  shorter  lever,  the  func�on  of  the  lockout  is  the  same 
 like  on  the  original  lever.  Now  the  shock  can  be  locked  also 
 without load. 

 MRD will send out these parts in CW 19. 

 If  the  demand  is  even  higher,  please  contact  Marco 
 Wolff-Staudacher 
 (Marco.Wolff-Staudacher@merida-rd-center.com) 



 How to mount the new shorter lever? 
 1.  Remove the original lockout lever by using a  TX6 Torx  or 1.5mm Hex. 
 2.  Put on the new shorter lever 
 3.  Tighten the new lever with the original screw by using a  TX6 Torx or 1.5mm Hex. 


